6 HP (4.5 kw) PUMP SERIES

Incorporating 20 models, this heavy duty range of double acting
pumps provide pressures up to 10,000 psi (700 bar) and flow rates
up to 23 gpm (87 I/min.).

Designed to operate with air drive pressures between 40 and 130
psi (2.8 and 9 bar). For drive pressures 3-40 psi, order 51875-1 mod.

Mufflers standard on all pumps.

Maximum Air Supply 125 psi (8.5 bar), Single Air Head — 6 HP (4.5 kw)

MAXIMUM RATED OUTPUT PRESSURE
raTio | ACTUAL ciia DISPLACEMENT/CYCLE CONNECTION PORTS
MODEL pasing: | AREA CONTINUOUS INTERMITTENT
RATIO PSI BAR | PsI BAR CU.IN. ML |ARDRVE| INLET | ouTLET
GIWE,GSFD, DD -12 14.8 8,000 552 | 10,000 690 15.9 260.0 3/4" 1-1/4” 3/4
DGSFD, DGSTVD
“GW, DGF, GSF, -35 40.3 4,375 302 | 4,375 302 6.0 98.0 3/4" 1-1/4” 1/2"
DGSF, DGSTV -60 69 7,500 517 7,500 517 3.5 57.0 3/4" 1-1/4 1/2
-100 115 8,000 552 | 10,000 690 2.1 34.0 3/4" 1-1/4” 1/2

* These pumps are not recommended for pressurized liquid inlet conditions.

Wetted Materials of Construction and Service

SERES | SERVICES PUMP SECTION PLUNGERS NON-METALLICS
GW 1 Nickel Plated Steel, SS & Bronze Hard chrome plated 15.5PH SS Urethane, Buna N, PTFE
GSF 1,2 All SS & Bronze Hard chrome plated 15.5PH SS UHMWPE, Viton, PTFE, Ryton
DGF 1,3,56 Separation- Nickel Plated Steel & SS Hard chrome plated 15.5PH SS UHMWPE, Viton, PTFE, Ryton
DGSF 1;2,3,5,6 Separation- All SS & Bronze Hard chrome plated 15.5PH SS UHMWPE, Viton, PTFE, Ryton
DGSTV 1,2,3,4,5 Separation- All SS & Bronze Hard chrome plated 15.5PH SS Viton, PTFE, Ryton
GWD 1 Nickel Plated Steel & SS 15.5PH SS Urethane, Buna N, PTFE
GSFD 1,2 All SS & Bronze 15.5PH SS UHMWPE, Buena N, PTFE, Ryton
DGFD 1,85 Separation- Nickel Plated Steel & SS | 15.5PH SS UHMWPE, Viton, PTFE, Ryton
DGSFD 1,2,3,4,5,6 Separation- All SS & Bronze 15.5PH SS UHMWPE, Viton, PTFE, Ryton
DGSTVD 1,2,3,4,5 Separation- All SS & Bronze 17.4PH SS PTFE, Viton

Accessories
NUMBER DESCRIPTION
e Air Drive Controls

Optional Modifications

NUMBER DESCRIPTION

54312 Extreme cycling service Not recommended for long stall periods

29125 External air pilot port 1/8 NPT Allows remote start/stop of pump

51875-1 Low drive air pressure 3-40 psi Allows user to regulate drive air to as low as 3 psi (0.2 kw)
25721 Cycle counter - Mechanical Actuated with each cycle of pump

17860 Cycle counter - Electric Includes mechanical actuated micro switch

29077 Interconnecting S.S. inlet & outlet port tubing—Model GWD plus GSFD-12

29078 Interconnecting S.S. inlet & outlet port tubing—-Model DGFD, DGSFD plus DGSTVD-12

54030 Sour gas drive Includes exhaust combiner and viton seals in drive section

NOTE: Not all modifications can be combined or used together. Consult factory when requiring more than one modification.
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6 HP (4.5 kw) PUMP MODELS

DIMENSIONAL DATA

75 mm_ 75 mm|
(21%6"T12%6")
235

Net weight 14 kg /4" NPT
Boxed weight 16 kg ArvDrive
Box size 52 x 39 x 39 cm
35 mm Inlet
(134")
. TB ) -
76 mm
g
b Air Exhaust '
(8%") Ports A
86 mm
—202 —_— 15" NPT "
All models have 2 off ?gm/m,f? L il (3%")
114" NPT Air Exhaust 1 ! - Outlet —
Ports and 1 off 3/, NPT ATl (N NN 0. | SR Port
Air Drive Inlet Ports (%") (9%") (9%5")

1-14" NPT Liquid Inlet

MODELS GW, GSF NOMINAL RATIO 35, 60 100:1
(approx. wt. 31 Ibs. [14 kg])

Net waight 18.5 k 695 mm
et weight 18.5 kg [ L

Boxed weight 22 kg (273 )
Box size 66 x 41 x 49 cm

" NPT
—~ Liquid
Outlet
Port
'Distance
| ) Piece Vent
932 mm 422 mm . 1-14"NPT Liquid Inlet
(9%") (16%")
End dimensions as GW/GSF
MODELS DGF, DGSF, DGSTV NOMINAL RATIO 35, 60 100:1
(approx. wt. 41 Ibs. [18.5 kg])
Net weight 26 kg
Boxed weight 27 kg
Box size 66 x 41 x 49 cm
If interconnecting piping for the two
inlets and two outlets is required, specify
modification 29077 with your order
$ " NPT
Liquid Outlet
é ﬁﬂ@: & (2 off Ports)
178 mm 244 mm 178 mm |
) ) f (7" %y — 7y " 1-14" NPT Liguid
Typical Interconnecting
gg; Piping Inlet (2 off Ports)
‘ End dimensions as GW/GSF
¥ MODELS GWD, GSFD NOMINAL RATIO 12:1 PUMPS

(approx. wt. 57 Ibs. [26 kg]
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6 HP (4.5 kw) PUMP MODELS

DIMENSIONAL DATA

Net weight 30 kg
Boxed weight 34 kg
Box size 91 x 51 x 39 ¢m

4" NPT Vent Port
(2 Places)

3" NPT
Liguid Outlet
(2 off Ports)

(2127117'.'7) 2?;/".‘,;” . %?3”'"/”“;'“—— 1-14" NPT Liquid
' 8 16 Inlet (2 off Ports)
- 33" >

If interconnecting piping for the two
inlets and two outlets is required, specify

End dimensions as GW/GSF
modification 29078 with your order

MODELS DGFD, DGSFD, DGSTVD
NOMINAL RATIO 12:1
CIRCULATING PUMPS

(approx. wt. 66 Ibs. [30 kq])

Performance Curves 6 HP (4.5 kw) Pumps
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Performance Curves 6 HP (4.5 kw) Pumps
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PRESSURE TEST PAC 600

These Test Pacs are self contained, ready to operate units, which only require con-
nection to your compressor air supply and to the test component.

Each standard Test Pac incorporates the following items: Air pressure regulator, air
filter, air pressure gauge and on/off speed control valve; Haskel air driven liquid pump;
liquid tank; outlet pressure gauge; return to tank valve and discharge outlet connec-
tion.

They are suited for operation in petrochemical, offshore and industrial areas where an
immediate presssure test is needed.

OPTIONAL EXTRAS DATA

Relief Valves 6 HP (4.5 kw) Output-G type
Pressure range: 1,000-10,000 psi (7.0-70 bar) with 4 basic models.
PERFORMANCE Flow range: 0-15 gpm (0-57 litre/min.), nominal, double acting.

See pages 31 and 32 Construction options for oils, water and some chemical applications.

Width 33.5" (850mm) x Depth 16.2" (410mm) x Height 21.7" (550mm)
Waight: 170 Ibs (80 kg) Tank size: 8 gal (30 litre)
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